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§ 80.1023 Test of radiotelephone instal-
lation. 

Unless normal use of the required ra-
diotelephone installation demonstrates 
that the equipment is in proper oper-
ating condition, a test communication 
for this purpose must be made by a 
qualified operator each day the vessel 
is navigated. If the equipment is not in 
proper operating condition, the master 
must be promptly notified. The master 
must have it restored to effective oper-
ating condition as soon as possible. 

Subpart V—Emergency Position 
Indicating Radiobeacons (EPIRB’s) 

§ 80.1051 Scope. 
This subpart describes the technical 

and performance requirements for 
Classes A, B, and S, and Categories 1, 2, 
and 3 EPIRB stations. 

[68 FR 46974, Aug. 7, 2003] 

§ 80.1053 Special requirements for 
Class A EPIRB stations. 

Class A EPIRBs shall not be manu-
factured, imported, or sold in the 
United States on or after February 1, 
2003. Operation of Class A EPIRB sta-
tions shall be prohibited after Decem-
ber 31, 2006. New Class A EPIRBs will 
no longer be certified by the Commis-
sion. Existing Class A EPIRBs must be 
operated as certified. 

[68 FR 46974, Aug. 7, 2003] 

§ 80.1055 Special requirements for 
Class B EPIRB stations. 

Class B EPIRBs shall not be manu-
factured, imported, or sold in the 
United States on or after February 1, 
2003. Operation of Class B EPIRB sta-
tions shall be prohibited after Decem-
ber 31, 2006. New Class B EPIRBs will 
no longer be certified by the Commis-
sion. Existing Class B EPIRBs must be 
operated as certified. 

[68 FR 46974, Aug. 7, 2003] 

§ 80.1057 [Reserved] 

§ 80.1059 Special requirements for 
Class S EPIRB stations. 

Class S EPIRBs shall not be manu-
factured, imported, or sold in the 
United States on or after February 1, 

2003. Operation of Class S EPIRB sta-
tions shall be prohibited after Decem-
ber 31, 2006. New Class S EPIRBs will 
no longer be certified by the Commis-
sion. Existing Class S EPIRBs must be 
operated as certified. 

[68 FR 46974, Aug. 7, 2003] 

§ 80.1061 Special requirements for 
406.0–406.1 MHz EPIRB stations. 

(a) Notwithstanding the provisions in 
paragraph (b) of this section, 406.0–406.1 
MHz EPIRBs must meet all the tech-
nical and performance standards con-
tained in the Radio Technical Commis-
sion for Maritime Services document 
entitled RTCM Paper 77–02/SC110–STD, 
‘‘RTCM Recommended Standards for 
406 MHz Satellite Emergency Position- 
Indicating Radiobeacons (EPIRBs),’’ 
Version 2.1, dated June 20, 2002 (RTCM 
Recommended Standards). The RTCM 
Recommended Standards are incor-
porated by reference. The Director of 
the Federal Register approves this in-
corporation by reference in accordance 
with 5 U.S.C. 552(a) and 1 CFR Part 51. 
Copies of the RTCM Recommended 
Standards can be inspected at the Fed-
eral Communications Commission, 445 
12th Street, SW, Washington, DC (Ref-
erence Information Center) or at the 
National Archives and Records Admin-
istration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. The RTCM Rec-
ommended Standards can be purchased 
from the Radio Technical Commission 
for Maritime Services, 1800 Diagonal 
Road, Suite 600, Alexandria, VA 22314. 
Phone 703–684–4481; Fax 703–684–4229; 
email wtadams@rtcm.org. 

(b) The 406.0–406.1 EPIRB must con-
tain as an integral part a ‘‘homing’’ 
beacon operating only on 121.500 MHz 
that meets all the requirements de-
scribed in the RTCM Recommended 
Standards document described in para-
graph (a) of this section. The 121.500 
MHz ‘‘homing’’ beacon must have a 
continuous duty cycle that may be in-
terrupted during the transmission of 
the 406.0–406.1 MHz signal only. Addi-
tionally, at least 30 percent of the total 
power emitted during any transmission 
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